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PEPCO 805408 8520

EQUIPMENT DETALLS

A. 27' steel pole with a 34' mast arm, traffic signalheads, signs, 15'lighting arm with a 250W
HPS luminaire, pedestrian signal head, pushbutton and pedestrian education sign. (Note: 1- . NS .

2", 90 degree polyvinyl chioride (Schedule 40 bend.) ‘\:;\f‘*‘\\%
B. 271 steel pole with a 60’ mast arm, traffic signalheads ond sign. (Note: 1-2", 90 degree S \\\ \\*ﬁ“\\\\
* ~

polyvinyl chloride (Schedule 40) bend.) . -

C. 271 steel pole with a 38' mast arm, traffic signal heads and sign. (Note: 1-2", 90 degree
polyvinyl chloride (Schedule 40) bend.)

D. 14'breakaway pedestal pole, traffic signal head, pedestrian signalheads, pushbutton and
pedestrian education sign. (Note: 1-2", 90 degree polyvinyl chioride (Schedule 40) bend.}
PEPCO 805408 9011
E. NEMA size "6" base-mounted cabinet and controller with all necessary equipment. (Note:
1-2", 90 degree polyvinyl chloride (Schedule 80) bend and 2-4", 90 degree polyvinyl
chloride (Schedule 40} bends.)

PEPCO ~ 6" ¢

Micro-loop probes.
806408 0008

8'x 30'loop detector encased in /4" flexible tubing quadrupole type (3-6-3).
6'x 21'loop detector encased in !/4" flexible tubing quadrupote type (3-6-3).
Handhole.
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2" polyvinyl chloride electrical conduit (Schedule 80).
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3" polyvinyl chloride electrical conduit (Schedule 80).
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2" polyvinyl chioride electrical conduit (Schedule 40).

N. 4" polyvinyl chloride electrical conduit (Schedule 40).
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Existing underground electrical service by PEPCO.
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PHASING NOTES:

1) PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY
2} PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY
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